
Details and advantages

Protection screen/filter
splash guard and support 
base for filter

Tank with antisplash

The air pressure for correct
depressurisation is

between 6,5 and 7 bar

To empty the tank with device 
already depressurised, open the 
bowl/tank connection cock and 
in a few seconds the oil will be 

sucked in the tank

suction-drainers combination suction-drainers combination with prechamber with collecting basin (50 litres)

Article 46064 46065 46114 46115 46116 46215

Tank capacity 65 65 115 115 115 115
Max draining capacity 52 52 97 97 97 97
Prechamber capacity - - - - 8 -
Bowl capacity 14 14 14 14 14 50
Air pressure for depressurisation - 6,5 - 7 - 6,5 - 7 6,5 - 7 6,5 - 7
Depressurisation time - 2 - 3 - 3,5 3 - 3,5 3 - 3,5
Noise level - 75 - 75 75 75
Suction speed - 1,5 - 2 - 1,5 - 2 1,5 - 2 1,5 - 2
Total suction capacity - 43 - 45 - 85 - 90 85 - 90 85 - 90

Discharging/suction hose 2 2/2 2 2/2 2/2 2/2
Max pressure for draining 0,5 0,5 0,5 0,5 0,5 0,5

Set of probes - 45560 - 45560 45560 45560
Packing 3 - 0,247 4 - 0,310 3 - 0,360 4 - 0,420 4 - 0,420 4 - 0,5
Weight 38,2 42,7 51 54 58 68

Dimensions (A - B - C) 57 - 49 - 100 57 - 49 - 100 65 - 58 - 150 65 - 58 - 150 65 - 58 - 150 70 - 62 - 156
Max dimensions (D) 200 200 240 240 240 255
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